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CIKLONS
CYCLONE
ÖÈÊËÎÍ
CS 500-2000

CS tipa putekïu ciklons ar separatoru ir paredzçts gaisa attîrîšanai 
no koksnes tehnoloìiskajiem atkritumiem,  sausâm koka skaidâm 
un putekïiem.
CS tipa ciklons atkarîbâ no izmçra tiek izgatavots no 1,5–3 mm 
tçrauda loksnçm, standarta ieplûde ar flanci un labâ vai kreisâ 
izpildîjuma putekïu atdalîtâju. 
Ciklons ar ïoti augstu gaisa attîrîðanas koeficientu.
Filtrâcijas efektivitâte ir atkarîga no daïiòu rotâcijas âtruma, 
blîvuma un izmçra. Attîrîðana lîdz 98%. 

Maksimâlâ t. +75°C
Krâsa RAL 5010

Papildaprîkojums: 
    konusa augšpusç novietotas
    durvis ciklona tîrîšanai;
    ciklona kâjas;
    ciklona jumtiòš;
    

Ìàêñ. t +75°C 
Öâåò  RAL 5010

Maximum t. +75°C 
Colour RAL 5010

CS type cyclone with separator is designed for air purification 
from wood technological waste, dry wood chips and dust.
CS type cyclone depending on the size is made of 1,5–3 mm thick 
steel sheets, standard intake with flange and right or left side 
dust separator. 
Cyclone with very high purification factor.
Efficiency of filtering depends on particle rotation speed, density, 
and size. Treatment till 98%.

Äîïîëíèòåëüíîå îñíàùåíèå:
    íà âåðõó êîíóñà íàõîäÿòñÿ
    äâåðè äëÿ ÷èñòêè öèêëîíà; 
    íîãè öèêëîíà;
    çîíòèê öèêëîíà;
    

Accessories: 
door in the upper part of the
cone for cyclone cleaning;
cyclone legs;
cyclone rain cap;
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 Caurules
3Ciklona Nr. Raýìba, m /h øæèrsgriezuma D D d H H H a b A1 1 2

laukums

CS-250 500-700 0.00845 250 150 100 1150 425 600 130 65 340

CS-300 700-1000 0.01285 300 185 110 1380 525 700 165 75 390

CS-375 1000-1500 0.01755 315 225 135 1720 635 900 185 95 470

CS-450 1500-2200 0.0259 450 270 160 2035 765 1050 225 115 550

CS-550 2200-3200 0.0378 550 330 200 2505 935 1300 270 140 650

CS-600 2500-3250 0.045 600 335 220 2755 1020 1440 300 150 730

CS-675 3200-4500 0.0553 675 400 250 3053 1130 1600 325 170 810

CS-730 3850-4800 0.0658 730 440 270 3345 1240 1750 365 188 865

CS-800 4500-6600 0.08 800 480 300 3650 1360 1900 400 200 970

CS-870 5450-6850 0.0948 870 520 320 3980 1480 2080 435 218 1040

CS-950 6600-9500 0.115 950 575 350 4335 1675 2250 490 235 1080

CS-1050 7950-9950 0.138 1050 630 390 4815 1785 2520 525 263 1283

CS-1150 9500-14000 0.155 1150 690 420 5255 1950 2750 570 290 1300

CS-1235 11000-13000 0.19 1235 740 450 5635 2100 2960 617 308 1406

CS-1320 12550-13700 0.218 1320 790 490 6045 2240 3170 660 330 1508

CS-1400 14000-20000 0.249 1400 840 500 6395 2370 3350 700 350 1550

CS-1500 15000-23000 0.277 1500 900 550 6865 2540 3600 750 370 1650

CS-1600 18400-23000 0.32 1600 960 590 7335 2750 3840 800 400 1740 
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Ciklona konstruktîvie izmçri (mm) / Dimensions / Ðàçìåðû  
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Diagrammas ciklona raþîbas un spiediena zudumu noteikðanai / 
Efficiency and and pressure loss / Ïðîèçâîäèòåëüíîñòü è ïîòåðè äàâëåíèÿ

Vietçjâs pretestîbas koeficients  /  Local resistance coefficient  /
Êîýôôèöèåíò ëîêàëüíîãî ñîïðîòèâëåíèÿ  x = 5.4 

 x = 5.4  x = 5.4 Ciklona CS jumtiòð / 
Rain cap / Çîíòèê
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